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ATEX DIN Rail Box PC (C1D2)

IBDRW100-EX-P
15" ATEX Panel PC

R15IB3S-65EX

OPTIMIZE PERFORMANCE 
IN HAZARDOUS LOCATIONS.

Gas Pipe Monitoring

”GAS DISTRIBUTION 
PROCESS VISUALIZATION 

AND OPERATOR 
CONTROL”

ATEX-certified 15" panel PC 

R15IB3S-65EX visualizes each 

step of the gas distribution 

journey from extraction to the 

refinery to improve production 

control and monitor possible 

leakage.

Up to 
8 GB

Up to 
512 GB

Memory Storage

Custom configuration

Application

• 15” 1024 x 768, PCAP touchscreen
• Intel® Celeron® N2930 (2M Cache, up to 2.16 GHz)
• Windows 10 IoT Enterprise (Optional),  

Linux Ubuntu 18.04 (Optional)

CE, FCC, IECEx Zone 2, ATEX Zone 2, UL Class I, 
Division 2

4 GB SO-DIMM, DDR3L 1600 MHz

64 GB mSATA SSD 

Expansion mPCIe slot (for half-size Wi-Fi module),
mPCIe slot (for SSD)

M12 connectors: RS-232/422/485

M21 connectors: for 2 x USB 2.0

Stainless housing, fanless cooling system


